19990514.ba v02_n543.bam.990514 


>From ???@??? Sat May 15 03:10:33 1999 

Message-Id: <199905141342 .IAA01009@sco.theporch. com> 
Date: Fri, 14 May 1999 08:39:48 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BOATANCHORS digest 2543 


BOATANCHORS Digest 2543 
Topics covered in this issue include: 


1) WTB Apache 
by "Ed Santavicca" <santavic@ct.picker.com> 
2) National XCU-50 Calibrator question 
by Clark Thompson <cmthomp1@facstaff.wisc.edu> 
3) Phase-Lock Knob for HRO-500: Problem Solved 
by Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu> 
4) Re: Phase Lock Bulb for HRO-500 
by John M Iverson <jackiv@juno.com> 
5) While on the subject of bulbs... 
by James.Reid@merisel.com 
6) Re: BAs/Literature FS 
by "Gregory S. Raven" <gsraven@cris.com> 
7) Re: DC Receivers, ISB Receivers, and why DSB was passed over for SSB 
by Morris Odell <morriso@vifp.monash.edu.au> 
8) Ford Surplus ... good people to buy from 
by "Tom Bridgers" <tarheel6@email.msn.com> 
9) WTB: SP-600-??? 
by GeorgeHumphrey <gah@koyote.com> 
10) Re: Phase Lock Bulb for HRO-500 
by "Barry L. Ornitz" <ornitz@tricon.net> 
11) Dayton 
by "James D. Mayfield" <kb9bnr@revealed.net> 
12) Dayton 
by Sandra L Knepper <slkst29+@pitt.edu> 
13) Re: DC Receivers, ISB Receivers, and why DSB was passed over for 
SSB 
by John Kolb <jlkolb@cts.com> 
14) Tek Standard Amplitude Calibrator? 
by n6nae@ix.netcom.com (Richard Humphrey) 


15) R: Ford Surplus ... good people to buy from 
by "Claudio Marchesini" <cmar@datamat.it> 
16) Re: Ford Surplus ... good people to buy from 


by N5CM@aol.com 
17) Re: Tek Standard Amplitude Calibrator? 
by John Shriver <jas@shiva.com> 


18) ADMINISTRIVIA: Fancy HTML in Posts 

by listown@jackatak.theporch.com (Mail List Owner) 
19) Collins KWS-1 blower bearings 

by "Doug Gordon" <dmgordon@pacbell.net> 
20) FS/Trade: L'il Lulu 6 Mtr XMTR 

by "Richard W. Solomon" <wiksz@tiac.net> 
21) ILLEGAL RADIOS 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
22) LSB MOD - RECEIVING? 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
23) F-194 & MOTOROLA RADIOS 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
24) Re: LSB MOD - RECEIVING? 

by N5CM@aol.com 
25) Drake L4B FS 

by Bill Wilson <w4biz@mindspring.com> 
26) CCC Harvey 80T 

by Don <71333.144@compuserve.com> 


Message-Id: <199905121503.LAAQ8408@central.picker.com> 
From: "Ed Santavicca" <santavic@ct.picker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 12 May 1999 10:48:47 -0500 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: WTB Apache 


Hi guys, 


Is anyone going to Dayton with an Apache for sale? If so, could you tell me 
which spot you will be in? I will be sure to look you up. 


73, Ed 


AA8TV 


Message-ID: <3739A4CA. 684F4E9A@facstaff.wisc.edu> 
Date: Wed, 12 May 1999 10:56:58 -0500 

From: Clark Thompson <cmthomp1@facstaff.wisc.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: National XCU-50 Calibrator question 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings, 


I picked up a National XCU-50 crystal calibrator for my HRO-60. It puts 
out strong marker signals every 1 MHz but nothing when set for 100 kHz. 
I know that the proper model for the HR)-60 is the XCU-50-2 (or 
XCU-60-2) that has the Bliley dual frequency 100 kc/1 Mc crystal. Well, 
the one I have also has what appears to be dual frequency crystal made 
by Valpey, model DFS 1000/100. When I open it up, the 100 kHz side has 
what appears to be frosted translucent glass sandwiched between two 
brass plates which are connected to a solder terminal on one side, and 
the common ground plate on the other. There is one big piece and two 
little pieces almost like they were added to trim it to frequency. 

Could this material be quartz? Or is it merely glass serving as a 
"dummy" crystal? is the XCU-50 designed to only produce markers every 
MHz? Incidentally, when I parallel another 100 kHz crystal in the 
circuit, the calibrator functions as it should, putting out both 1 MHz 
and 100 kHz markers depending on the switch setting. Anybody know 
what's going on here? 


Thanks in advance. 
73, 


Clark, KD9QI 


Message-Id: <v0310282cb35£516f£6c3@[134.53.65.12]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Wed, 12 May 1999 11:50:07 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu> 
Subject: Phase-Lock Knob for HRO-500: Problem Solved 


Hi Gang, 


Many thanks for the helpful suggestions for replacing the phase-lock bulb 
in the HRO-500. For those of you having this problem, I was informed that 
Newark stocks the 6ESB. In a new Allied catalog, I found the 6PSB, which 
might work also. 


Not wanting to wait for a bulb, I rigged an LED replacement. I removed the 
original bulb, which has a sliding bayonet-type base. Then I broke the 
glass part of the bulb and soldered a red LED to the bayonet terminals. I 
put a small length of clear heat-shrink tubing over the red LED, so it 
would fit snugly into the red bezel of the phase-lock indicator. I added a 
270 ohm resistor in series with the LED to limit the current, and also 
added a 330 ohm resistor in parallel with the LED/270 Ohm combination, in 


order to more closely simulate the original bulb. Without the 330 ohm 
resistor, the phase-lock indicator is sluggish. Everything works fine, and 
the LED should last forever. 


By the way, the bulb can be removed from the front panel, but I wasn't able 
to do this. I ended up removing the socket assembly, which requires first 
moving the dial drum mechanism to gain access. Not as hard as it sounds, 
but it is important to follow the instructions in the manual exactly. 


73:, 


Jim Garland W8ZR 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 12 May 1999 11:43:30 -0500 

Subject: Re: Phase Lock Bulb for HRO-500 

Message-ID: <19990512.114348 .16398.2.jackiv@juno.com> 
From: John M Iverson <jackiv@juno.com> 


JIM i found the bulbs, here in town, none o the biggies had them or would 
order. this guy wants 20.00 for a box of ten. I can keep some, Jose in 
Spain needs one also. jack 

Jack Iverson KOEWU jackiv@juno.com 

ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


On Tue, 11 May 1999 18:43:28 -0400 "James C. Garland" 
<4cx250b@miavx1.acs.muohio.edu> writes: 

>Hi Gang, 

>I've been fixing a friend's HRO-500 synthesizer, and notice that his 
>phase-lock bulb is burned out. The manual shows it as a Sylvania 6ESB. 
>Does anyone know if that's a replaceable bulb, or is it the entire 
>indicator? (I can't tell without disassembling the dial drum to gain 
>access.) Also, anybody know where I can find a replacement? Turns out 
>the 

>bulb is a load for the bistable switch that mutes the receiver. A bad 
>bulb 

>means the receiver can't be unmuted! (I can remove the mute 
>transistor to 

>make the radio operative, but I'd like to make the rig operate 
>normally.) 

>Anybody got any suggestions? 

>73, 

> 

>Jim Garland W8ZR 

> 

> 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com/getjuno.html 
or call Juno at (800) 654-JUNO [654-5866] 


From: James.Reid@merisel.com 

Mime-Version: 1.0 

Date: Wed, 12 May 1999 10:36:27 -0700 
Message-ID: <Q01A2832.C22034@merisel .com> 
Subject: While on the subject of bulbs... 

To: Old Tube Radios <boatanchors@theporch.com> 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 
Content-Description: cc:Mail note part 


Greetings all, 

While we're still chatting about unusual lamps, I'm trying to find a few for 
my HP tracking generator. I have an 8443A that sits on top of my 141T. I need 
the two lamps and the bezels that go in the 'STBY' and 'ON' holders. I believe 
one was blue and the other white, but I'm not finicky about the color. The 
bezel is about the size of a pencil eraser. Someone has penciled in '28V' so 
I'm assuming that's the voltage. I'd almost be willing to bet that they're the 
same ones used on the old 8690x BWO sweeper family. I'd even go a little 
further in guessing that the lamp was a friction fit into the bezel and the 
whole thing screwed into the holder. Regardless, if anyone could provide a 
couple, I'd be much appreciated. 


Regards, 
Jim N6SVS 
James.Reid@merisel.com 


Message-Id: <2.2.32.19990513023420.014f4b30@pop3.cris.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Wed, 12 May 1999 19:34:20 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Gregory S. Raven" <gsraven@cris.com> 

Subject: Re: BAs/Literature FS 


Don, I own RCE s/n 272 and certainly there are more floating around. 
It's a good radio and not common, but not super-rare either. 


> Boatanchors/Literature For Sale 
> 
> CONTACT: Don Merz, N3RHT, 47 Hazel Drive, Mt. Lebanon, PA 15228 


71333 .144@compuserve.com 

National RCE HF Airways receiver s/n 187. One of the very earliest examples 
of the James Millen sliding coil catacomb design. I think there are one or 
two RCD's left on the planet. But to the best of my knowledge, this is the 
only RCE. This 1937-vintage version of the later NC-101 covers 200-400kc 
and 1.3 to 30mc. It uses the famous PW dial. All original including 
"I.N.S." squelch circuit. Very nice. 19" rackmount. Untested and presumed 
to need restoration. With original manual. $190 


VV VV VV VV 


Message-ID: <373A15F4.BC3447EF@vifp.monash.edu.au> 

Date: Thu, 13 May 1999 09:59:48 +1000 

From: Morris Odell <morriso@vifp.monash.edu.au> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: DC Receivers, ISB Receivers, and why DSB was passed over for SSB 
Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Barry L. Ornitz wrote: 

A very concise discussion of the problems associated with DSB. 

<snip> 

After all, bipolar DC amplifiers, required in the feedback path of the 
Costas loop, when using tubes required constant adjustment to account for 
minor tube drifts. And even with this, the number of tubes needed in the 


receiver was typically far more than a comparable SSB receiver. How many 
tubes are in that adapter, Morris? 


VV VV WV 


There are 8 excluding the rectifier, audio output and tuning indicator, 
but you flatter the Racal adaptor somewhat. It's not a Costas loop but 
something a lot simpler. The 100 KHz input is mixed down to an 18 KHz IF 
and then LC filtered to separate the sidebands and carrier (if present). 
The 18 KHz carrier reinsertion oscillator is simply locked by having a 
sample of the filtered carrier fed to the top of its tuned circuit. In 
the absence of a carrier it simply free runs. The locking action is 
quite weak and often doesn't cope with warm-up drift. In that respect 
it's much more fiddly on AM than the homebrew circuit I sent you. 


73 de Morris VK3DOC 


From: "Tom Bridgers" <tarheel6@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Ford Surplus ... good people to buy from 


Date: Wed, 12 May 1999 21:04:50 -0400 
Message-ID: <0Q73ed3910010d59CPIMSSMTPUO9@email .msn.com> 


Fellow Anchorites... 

I just bought an R-390 and a multi-output antenna coupler from Ford and 
they are very nice people to deal with. And are reasonably priced. And 
they described the equipment very honestly and were quite accurate about 
blemishes (and in the case of the 390 missing parts and wrong knobs) and so 
forth. It's nice to know that there are still people out there who really 
know the meaning of honesty and great customer service: Ford is #1 on both! 

The icing on the cake was their packing. They used this foam stuff to 
surround the equipment and then boxed it. And even though UPS did their 
best to scuff up the boxes, the equipment arrived safe and sound and 
untouched! Super packing job. 

So ... thought you'd like to know... 

73's, 
-tom KE4RHH 


Message-Id: <3.0.6.32.19990512202110.014bc5b0@mail.koyote. com> 
Date: Wed, 12 May 1999 20:21:10 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: GeorgeHumphrey <gah@koyote.com> 

Subject: WTB: SP-600-??? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I'm looking for a good condition, working, not heavly modified SP-600 to 
use along side my R-390A. Any one have one to sell, suggestions on which 
variation, and etc? I will be rack mounting the unit. 

73 George KC5WBV 


73 George KC5WBV 
gah@koyote.com 


Message-Id: <199905130038.UAA25267@flash.naxs.net> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Phase Lock Bulb for HRO-500 

Date: Wed, 12 May 1999 21:36:50 -0400 


Jim Garland wanted a 6ESB lamp. This is a telephone slide-base lamp rated 
for 6 volts. They may be available from a large distributor. The closest 
I could find was the 6PSB which is rated at 6.0 volts, 0.14 amps, and 

15000 hours. To see if it will physically fit, the 6PSB is 28 mm long by 


7.6 mm diameter. Other telephone slide base bulbs may be longer or 
shorter, but this is the standard length. 


In a pinch, you can often remove the base from a conventional lamp like a 
#47 to expose the leads. Likewise you can remove the old slide base from 
the telephone lamp. A little epoxy will allow the slide base to be 
attached to the #47 bulb to make a quick replacement. 


At one time, I had one of the special tools for removing these lamps in 
tight spaces. They just push in, and to get them out, a piece of rubber 
tubing forced over the bulb can be used to pull. 


73, Barry WA4VZQ ornitz@tricon.net 


a eta Original Message----- 

From: James C. Garland <4cx250b@miavx1.acs.muohio.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tuesday, May 11, 1999 06:43 PM 

Subject: Phase Lock Bulb for HRO-500 


>Hi Gang, 

>I've been fixing a friend's HRO-500 synthesizer, and notice that his 
>phase-lock bulb is burned out. The manual shows it as a Sylvania 6ESB. 
>Does anyone know if that's a replaceable bulb, or is it the entire 
>indicator? (I can't tell without disassembling the dial drum to gain 
>access.) Also, anybody know where I can find a replacement? Turns out the 
>bulb is a load for the bistable switch that mutes the receiver. A bad bulb 
>means the receiver can't be unmuted! (I can remove the mute transistor to 
>make the radio operative, but I'd like to make the rig operate normally.) 
>Anybody got any suggestions? 

>73, 

> 

>Jim Garland W8ZR 


Message-Id: <3.0.32.19990512204106.00b4e600@revealed.net> 
Date: Wed, 12 May 1999 20:41:13 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James D. Mayfield" <kb9bnr@revealed.net> 

Subject: Dayton 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I have a friend that can not make it to Dayton, I bought his ticket from 
him, but he still has a $40.00 Banquet dinner/Joel Walsh concert ticket. If 
your interested in it, it's yours for $30.00, we can meet Friday in the 


Flea market. If interested please respond ASAP, I am leaving Thursday at 
4pm CDT from EN41, you could call me at my office from 10am CDT to 4pm, 
except at lunch 12noon to 10pm. 


By the way Joel Walsh is a Collins man, now I am on topic. 
309-762-6010 


KAKA KIKI IKI AK IKI AK IKI IK IK IK IKK IKI IK IIIA II 
Dave Mayfield KB9BNR 

Personal Web Page 

http: //home. revealed.net/qste/bnr/index. html 


Date: Wed, 12 May 1999 22:12:13 -0400 (EDT) 

From: Sandra L Knepper <slkst29+@pitt.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Dayton 

Message-ID: <Pine.GS0O.3.96L.990512221120 .19608B-100000@unixs3.cis.pitt.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Anyone needing a ride to Dayton? Leave Johnstown, PA for Dayton on 
Thursday - returning Saturday late afternoon. 


Dave, W3ST 


Date: Wed, 12 May 1999 21:36:57 -0700 (PDT) 
From: John Kolb <jlkolb@cts.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
cc: Boatanchors Mailing List <boatanchors@theporch.com>, 
Morris Odell <morriso@vifp.monash.edu.au> 
Subject: Re: DC Receivers, ISB Receivers, and why DSB was passed over for 
SSB 
Message-ID: <Pine.SC0.4.05.9905122126070.19253-100000@sd.cts.com> 
MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Tue, 11 May 1999, Barry L. Ornitz wrote: 


> This is essentially the principle of the Costas Loop. The article best 
> describing this is: 


> Costas, J. P.: "Synchronous Communications," Proc. IRE, vol. 
> 44, Dec. 1956. 
> 


Too mathematical for me, but there was a construction article by Webb, 
another GE employee like Costas, in the June '57 CQ Magazine, 


"A Synchronous Detector Adapter for Communications Receivers" which 
is a Costas Loop detector. 


> But DSB never caught on with vacuum tubes very well. This is mainly 
> because the Costas loop was quite difficult to implement well at the time. 


At one time, I had a FRR-48, the GE direct conversion, sync detector 
receiver. Like the previous owner, I was unable to ever get it working 
correctly. I was told it was one of only three that were built. 


John KK6IL 


Date: Wed, 12 May 1999 23:41:37 -0500 (CDT) 

Message-Id: <199905130441.XAA04625@dfw-ix16.1ix.netcom.com> 
From: n6énae@ix.netcom.com (Richard Humphrey) 

Subject: Tek Standard Amplitude Calibrator? 

To: Old Tube Radios <boatanchors@theporch.com> 


Another bit of flea market iron followed me home: Tektronix 067-502 
Standard Amplitude Calibrator. 


Cute little blue box which outputs 200uV to 100V, DC or square wave, 
controlled by a selector switch. Also contains a X100 general purpose 
amplifier. A hybrid amalgam of tubes and transistors, ceramic strips 
and plenty of precision wirewound resistors on mica bases. 


Anybody know anything about this beauty? Maybe a manual? 
Richard 


From: "Claudio Marchesini" <cmar@datamat.it> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: R: Ford Surplus ... good people to buy from 
Date: Thu, 13 May 1999 11:10:23 +0200 
Message-ID: <OQ1be9d20$6e89ee00$260b020ae@cmar.datamat.it> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi, 

I agree completely with you Tom, I just bought three RCA hf multicouplers 
from W.J. Ford and they are very efficient and kind people to deal with. The 
equipments are exactly as I believed. 

And even though air transport company did their best to scuff up the boxes, 
the equipment arrived safe and in good shape, well done packing job. 


73's, 


Claudio 
BA collector in Italy 


From: N5CM@aol.com 

Message-ID: <9418e86f .246c2563@aol.com> 

Date: Thu, 13 May 1999 08:53:55 EDT 

Subject: Re: Ford Surplus ... good people to buy from 
To: Old Tube Radios <boatanchors@theporch.com> 

CC: boatanchors@theporch.com 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hi Gang, 


I give a hearty endorsement also. I ordered a Multi-coupler 
and it arrived as described, mine in pristine condition! 


Now, does anyone have a source of BNC caps to cover the 
unused BNC output connectors to prevent corrosion while 
not in use??? 


73, Ken....N5CM.... 


Date: Thu, 13 May 1999 10:54:09 -0400 

Message-Id: <199905131454.KAA09725@brill.shiva.com> 
From: John Shriver <jas@shiva.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: boatanchors@theporch.com 

Subject: Re: Tek Standard Amplitude Calibrator? 


It's a PRECISION amplitude calibrator. Much tighter tolerances than 
the ones built into the Tek scopes. Suitable for calibration of 
vertical amplifiers. Well, mostly for checking the attenuators, since 
the attenuators are generally fixed, not adjustable. 


But, I don't use my scope at that level of precision. I have a 106 
square wave generator, because I do care that the attenuators are 
accurately compensated. I also have a 184 time-mark generator, but 
mostly because it is so beautiful inside. (I use frequency counters 
to measure in the time domain, not a scope.) 


Message-Id: <199905131615.LAA27205@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Fancy HTML in Posts 

Date: Thu, 13 May 99 11:15:01 CDT 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


Many many of the members of the list read through text-based mailers on 
systems of other than WIntel origins... this is particularly true for 
those members who are "off-shore" where the technology is too expensive 
to justify. Just keep in mind that NOT everyone reads the list postings 
with the very latest windowed technology. 


PLEASE avoid the use of HTML and "quoted printable" in your email. If 
you don't know what this means, then PLEASE get help and set your mailer 
up so that you send your posts to the list in "PLAIN TEXT" only, with NO 
fancy HTML.... generally, avoid fancy fonts and colors, which will force 
your mailer to use the fancy stuff, and creates the problem. 


The problem is that when the fancy stuff is included, those mailers send 

a plain text version AND a fancy version, and that means TWICE the size 

for your post (actually, because of how the HTML is encoded, it causes MORE 
than a doubling of message size. And, for those people who read mail 

with other than the fancy new readers that can ignore one part and only 
show the "pretty" version, they have to wade through an ocean of garbage 
and noise after reading your post... and that is inconsiderate to your 
fellow BoatAnchors members. 


PLEASE use only plain text. Get help with setting your mailer to not 
send the fancy HTML and quoted printable. 


PLEASE be considerate of the list resources and your fellow members. 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Thu May 13 11:15:01 CDT 1999 


Message-ID: <000101be9d68$8db40f20$ach5fd4cf@default> 
From: "Doug Gordon" <dmgordon@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Collins KWS-1 blower bearings 
Date: Thu, 13 May 1999 10:46:37 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello all, 


Could someone advise me of the part number and supplier of bearings for the 
blower motor on the KWS-1? 
73, 


Doug K6AKK 


Message-ID: <Q1BE9D75.F71C15E0.wilksz@tiac.net> 
From: "Richard W. Solomon" <wiksz@tiac.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS/Trade: L'il Lulu 6 Mtr XMTR 

Date: Thu, 13 May 1999 19:22:32 -0400 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I hate to let it go but it's not doing me any good sitting on the shelf, so it 
should go to someplace where it will be more appreciated. 

This is the "Rare" L'il Lulu 6 Meter AM Transmitter made by the chaps 

in NJ. Not many have survived, this is one of 8 known so far. This one looks 
like it just came out of the factory, very clean, no corrosion or gunk. 

One small chip, about 1mm dia, missing from right rear top, for accuracy. 

I fired it up and it works just like the book says it should. 

I am looking to trade for a decent Signal Generator to replace the URM-25/26 
setup I know have, will add $$ if the Sig Gen is really special. 

XMTR comes with "Original" manual and QST Product Review Re-Print. 

73, Dick, W1KSZ 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Thu, 13 May 1999 20:44:19 -0400 (EDT) 
Subject: ILLEGAL RADIOS 

To: Old Tube Radios <boatanchors@theporch.com> 
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 


Message-ID: <9905132044.aa20108@pcusa01.ecunet.org> 


When I was a kid, my next door neighbor built a Heath lunchbox for 11 m. 
He put an S9 signal of white noise into my SX-96 on 11 m. It was 

very broad & covered about 200 KHz sloping off gently on either side. It 
made listening there useless (I did listen to 11 m early CB, circa 1960.) 


I think its effects where even evident on 10m in raising the noise floor. 


I did tell him. He didn't believe me til he came over & had his wife turn 
the munchbox on & off while we listened. He then upgraded to a CB 
w/superhet, an Eico. 


Houses about 125 feet apart, assume unity gain antennas at both 
ends, maybe someone can do the math on radiated power. 


Eventually, he went to a homebrew xmtr & Halli SX-28/11 m converter, nice. 


I was about 14 yrs old then. Had (still do) a terrible time w/code (it 
took monster effort for me to get to 20 wpm). CB had just been opened up 
(10/58) after being stolen from hams. I listened on a 40 m dipole. Heard 
just 2 very weak stations on (no skip around then) in the very beginning, 
on opening day. 


CB was quite disciplined back then. All used calls, politeness was the 
rule, it was much like 2 m, well, maybe better!!. We even had radio clubs 
with monthly meetings & equip. swaps, built equip., exchanged QSL cards, it 
was an imitation of the good part of ham radio. Perhaps we should retain 
the services of WARmon to form the 11 meter liberation army (apologies to 
AB5L). 


I used a Halli SX-96 & homebrew xmtr, 6C4-6BQ5 modulated by 6BQ5 if mem 
serves ok. Homebrew 3-el vert beam. Homebrew SWR bridge. Carbon mic 
lifted from a phone gave "early" speech compression. 


Why wasn't I on ham bands!! I had a huge mental block about Morse (that's 
a whole ‘nother sad story, if you've the patience, come up on the porch & 
I'll tell you some time), it took another 20 years ‘til I got the right 
ticket. 


-John Sehring (Thu, May 13, 1999 Custer SD USA) UCC WBOEQ 
(temporarily at Midwestern Regional Medical Center, Zion IL) 
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Subject: LSB MOD - RECEIVING? 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9905132044.aa20114@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 


Morris, hook up *xstereox headphones to each channel if the 121B & listen to 
SW BC stations. It's wierd, like artificial stereo, caused my 
non-identical sidebands following a trip thru the ionosphere. 


-John Sehring (Thu, May 13, 1999 Custer SD USA) UCC WBOEQ 
(temporarily at Midwestern Regional Medical Center, Zion IL) 
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Subject: F-194 & MOTOROLA RADIOS 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9905132044.aa20111@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 
Check your Motorola rx in the consolette. 


Some Mot rx's fed some AGC to the front end. The wire to do this could be 
connected or not. Some schematics have notes about 
connecting/disconnecting it to take care of intermod. 


My Sensicon A's were very intermod proof. Used 6AK5 in single RF stage. 
Only problem is that when they get weak and/or gassy, their large sig 
linearity degrades, hence more possibility of inter or cross mod. 


Also, I stay away from older strips that used 2 RF stages, more problem 
prone in this regard. 


-John Sehring (Thu, May 13, 1999 Custer SD USA) UCC WBOEQ 
(temporarily at Midwestern Regional Medical Center, Zion IL) 
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Hi Gang, 


For a wierd yet pleasant experience, connect sterio phones 
to two separate HF receivers using two different antennas. 
tune to the same HF station and you are in for an unusual 
experience. As the signal fades in one it usually remains 

up in the other and vice-versa. It sounds like the sounds 
are floating thru your head from side to side. 

We used this dual diversity idea at a manually operated 

high speed CW circuit. One of us used both receivers and 
sterio phones while the other operator copied from only 

one receiver. The one using dual diversity got perfect copy 
while the other op had gaps in his copy. 

We didn't try it on BC stations - there would probably be 

an additional effect especially with music because of the 
front end local oscillators and the demodulation oscillators 
not being in precisely in step frequency wise and exactly in 
phase. 


FWIW..... Ken....N5CM.... 
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I have a nice Drake L4B for sale with power supply. Works fine, tubes 
are in OK shape, 100 watts drive=900 watts on 75m. Manual included. Ex 
owner did a little marking on the front panel but it's not that bad. 
$510 u ship, thanks! 


Bill 
Jacksonville, Al. 36265 
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I recently picked up a very interesteing piece of history from WA6GYD on 
this list. It was posted here as an "80-T" folder. What it actually is is a 
1937 vintage "Handbook" for CCC radio station WUGY in Sarasota Florida. The 
amateurish "handbook" consists of an original manual for the Harvey 80-T 
transmitter, a set of typical, introductory lessons on radio/electronics 
and a copy of "The Amplifier" dated April, 1938. This is "The Bulletin of 
Signal Detachment District 'H' CCC" and takes the form of a nicely written 
20-page newsletter targeted at the "Dictrict H Radio Net" stations which 
were all based in Georgia, Alabama and Florida and had calls that started 
WUGx where "x" was A through Y. WUGA was the District HQ based in Fort 
Benning, GA. 


So I am guessing that this was an effort of Mr. Roosevelt's New Deal 
Civilian Conservation Corps. It looks like these stations were issued 
Harvey 80-T transmitters. The bulletin describes one station as including 
an RME 69 receiver. But in other places, it gives instructions on building 
a regenerative receiver around a single type 30 tube. So I suppose that a 
receiver was not included in the government issued equipment. 


Has anyone seen any more info about the radio activities of the CCC and 
other "signal detachment"s? I'd like to dig into this a bit... 


73, Don 


End of BOATANCHORS Digest 2543 
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